


Omega Light Control panel

Processes Button MODE Button PULSE Button
TIG DC Lift-arc Ignition 2-Tact Standard (not Pulse)
TIG DC with HF Ignition 4-Tact PULSE Function
TIG AC with HF Ignition MMA HF-PULSE (option) .
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JOB Button Adjust- and
Confirm-Button
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Using this button it is
possible to select and
save 10 various jobs.

Accessories
Art.Nr. Description
2116017400 TIG-SET 1/ 140-170A gas cooled, 4m
(O 2116017800 TIG-SET 2/ 140-170A gas cooled, 8m
o 2116026400 TIG-SET 3 /190 - 240A gas cooled, 4m
2116026800 TIG-SET 4/ 190 - 240A gas cooled, 8m
Remote control for Delta, Beta and Omega 400V.
g 2000100101 RC 5 Remote control with 10m cable
E 2000100102 RC 5 Remote control with 20m cable
g Foot remote control for Delta, Beta and Omega 400V.
()
© By 2000101202 FRC 5 Foot remote control with 10m cable
2000101203 FRC 5 Foot remote control with 20m cable
= Separate Trolley for holding Delta, Beta and Gas Bottle up to
o .
()] 50 liters
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L= 2112000101 STT 20-1 Trolley STT 20-1




